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SITE NOTES

1. EXISTING UTILITIES ARE SHOWN IN SCHEMATIC ONLY. CONTRACTOR SHALL USE
DUE REGARD WHEN PERFORMING ANY SITE DEMOLITION.

2. ALL ELEVATIONS SHOWN ARE IN REFERENCE TO THE BENCHMARK AND MUST BE
VERIFIED BY THE GENERAL CONTRACTOR AT GROUNDBREAK.

3. FINISH WALK AND CURB ELEVATIONS SHALL BE 6" ABOVE FINISH PAVEMENT.

4. DIMENSIONS SHOWN ARE TO THE FACE OF CURB UNLESS SHOWN (BOC) WHICH
INDICATES BACK OF CURB.

5. CONTRACTOR TO SEAL AND RE-STRIPE AFFECTED PARKING AREA. STRIPING TO
BE REPLACED AS EXISTING EXCEPT WHERE NOTED OTHERWISE.

6. ADJUST ALL MANHOLE RINGS AND CLEAN OUT COVERS TO BE FLUSH WITH
FINISHED GRADE. ALL PARTS TO BE TRAFFIC BEARING (AASHTO H-20 LOADING).

7. THE CONTRACTOR SHALL COORDINATE WITH ALL UTILITY COMPANIES TO

DETERMINE EXACT POINT OF SERVICE CONNECTION AT EXISTING UTILITY. REFER

TO THE BUILDING ELECTRICAL AND PLUMBING DRAWINGS FOR UTILITY SERVICE
ENTRANCE LOCATIONS, SIZES, AND CIRCUITING.

8. MODIFY ALL NON-COMPLIANT EXTERIOR DOOR HARDWARE, AS NECESSARY, TO
COMPLIANT LARGE OFFSET D-PULL DOOR HARDWARE.

8. ENSURE ACCESSIBILITY STICKERS ARE PLACED ON ALL APPLICABLE DOORS.

10.ENSURE SPEECH/HEARING IMPAIRED SIGNAGE IS PROVIDED AT COD, CASHIER
WINDOW & PRESENTER WINDOW.

T1. TRANSITIONS TO BE FLUSH ALL ALONG THE ACCESSIBLE ROUTE. CONTRACTOR
SHALL ENSURE THE MAXIMUM CONSTRUCTED LEVEL TRANSITION AT EVERY
JOINT DOES NOT EXCEED THE MAXIMUM ALLOWABLE UNDER THE ADA AFTER

SETTLEMENT, EXPANSION, CONTRACTION, ETC. CHANGES IN LEVEL OF 1/4" HIGH

MAXIMUM SHALL BE PERMITTED TO BE VERTICAL. CHANGES IN LEVEL BETWEEN
14" HIGH MINIMUM AND 1/2" HIGH MAXIMUM SHALL BE BEVELED WITH A SLOPE
NOT STEEPER THAN 1:2.

12.FILL EXPANSION / CONT;ROL JOINT WITH EXTERIOR GRADE CONCRETE EXPANSION

JOINT CAULKING. FILL ENTIRE LENGTH OF JOINT SUCH THAT ANY CHANGE IN
ELEVATION DOES NOT EXCEED 1/4" IN ELEVATION FROM THE ADJACENT
CONCRETE SURFACES WHEN CAULKING HAS CURED. FOR JOINTS WITH VOIDS

DEEPER THAN 1/2", INSTALL CONTINUOUS FIBERBOARD EXPANSION JOINT FILLER

BELOW CAULKING TO SUPPORT CAULKING ABOVE.
13.CONTRACTOR TO REPLACE DAMAGED PLANT MATERIAL, INCLUDING SOD,

IMPACTED BY CONSTRUCTION ACTIVITIES IN ACCORDANCE WITH THE LANDSCAPE

PLAN. !
14.CONTRACTOR TO MODIFY IRRIGATION AS NECESSARY TO ACCOMMODATE NEW
LANDSCAPE.

SITE DATA

THE PURPOSE OF THIS PROJECT IS TO UPDATE THE EXISTING
DRIVE-THRU AREA BY REMOVING AND/OR RELOCATING THE
EXISTING DRIVE-THRU EQUIPMENT, CONSTRUCTING A SIDE BY
SIDE DRIVE-THRU WITH ALL SUPPORTING EQUIPMENT, BRING
THE SITE INTO ADA COMPLIANCE, AND RELOCATE THE
EXISTING TRASH CORRAL.

SITE ADDRESS: 1 200 N.E. 167TH STREET
: MIAMI, FLORIDA 33162

PARCEL 1.D. NUMBER:  30-2218-007-0440

SITE TOTAL AREA: | 37,149 SF. (0.85 A.C.4)
EXISTING LAND USE: FAST FOOD WITH DRIVE THRU
PROPOSED LAND USEZ FAST FOOD WITH DRIVE THRU

EXISTING USE: ' McDONALD'S RESTAURANT
PROPOSED USE: McDONALD'S RESTAURANT

ZONING:

SUBJECT SITE: BU-2, BUSINESS DISTRICTS, SPECIAL
NORTH: | B-2 (N. MIAMI BEACH)

EAST: BU-2, BUSINESS DISTRICTS, SPECIAL
SOUTH: RU-3, FOUR UNIT APARTMENT DISTRICT
WEST: BU-3, BUSINESS DISTRICTS, LIBERAL
EXISTING AREA CALCULATIONS:

BUILDING AREA: | = 3,712 S.F.( 9.99%)
IMPERVIOUS AREA: = 24,391 S.F.( 65.66%)
PERVIOUS AREA: = 9,046 S.F.( 24.35%)

PROPOSED AREA CALCULATIONS:
BUILDING AREA:

3,7128.F. ( 9.99%)

IMPERVIOUS AREA: = 24223 SF. ( 65.21%)
PERVIOUS AREA: | = 0214 SF.( 24.80%)
TOTAL: = 37,149 S.F. (100.00%)

PARKING INFORMATION

SITE PLAN KEYNOTE LEGEND

@ NEATLY SAW-CUT, REMOVE AND MATCH EXISTING CURB AND
GUTTER AND PAVEMENT WITH A SMOOTH TRANSITION.

(2) PROPOSED SAW-CUT LIMITS.
(3) PROPOSED SYSL /6"
{4) PROPOSED SWSL /4"

(6) PROPOSED 24" WIDE WHITE THERMOPLASTIC STOP BAR ON
PAVEMENT PER FDOT INDEX #17346.

@ PROPOSED DYSL / 6" THERMOPLASTIC (LINES TO BE

EXTENDED 25' FROM THE STOP BAR)

@ PROPOSED ACCESSIBLE STRIPING. SEE DETAIL, SHEET C-5.

PROPOSED ACCESSIBLE RAMP 1:12 MAX. RUNNING SLOPE, 2%
MAX. CROSS SLOPE PER FDOT INDEX NO. 304, SEE DETAIL,
SHEET C-5.

(11) PROPOSED SERVICE / DELIVERY RAMP.
(i2) PROPOSED CONCRETE PAVEMENT. SEE DETAIL, SHEET C-5.

@ PROPOSED CURB AND GUTTER. STANDARD CURBING SHOWN
SHADED. SEE DETAIL, SHEET C-5.

PROPOSED CONCRETE SIDEWALK PER FDOT INDEX #310 (5%
MAX. LONGITUDINAL SLOPE, 2% MAX. CROSS SLOPE).

(1) PROPOSED 5' X 5' MIN. CONCRETE SIDEWALK LANDING PER
FDOT INDEX #310, 2% MAX. SLOPE IN ALL DIRECTIONS.

PROPOSED CONCRETE PAVERS PER McDONALD'S
SPECIFICATIONS BOUNDED BY 6" RIBBON CURB (5% MAX.
LONGITUDINAL SLOPE, 2% MAX. CROSS SLOPE).

() PROPOSED NOSE DOWN CURBING, SEE DETAIL, SHEET C-5.
PROPOSED BOLLARD. SEE DETAIL, SHEET C-5.

PROPOSED CONDUIT CONNEGTION. SEE MENU BOARD AND
COD MANUFACTURER'S DETAILS.

EXISTING UTILITIES TO BE SAVED & PROTECTED. ADJUST
TOPS TO MATCH FINISH GRADE & TO BE TRAFFIC BEARING
WHERE APPLICABLE.

2 PROPOSED CONCRETE TRAFFIC SEPARATOR PER FDOT INDEX # 302.
(22) PROPOSED STORAGE BUILDING. REFER TO ARCHITECTURAL PLANS.

@) PROTECT AND SAVE EXISTING WALL.
PROPOSED TRASH CORREL. REFER TO ARCHITECTURAL PLANS.
(25 PROTECT AND SAVE EXISTING FLAG POLE.

RELOCATE BENCH AS NECESSARY TO ACCOMMODATE SIDEWALK
CONNECTION,

@) RELOCATED BIKE RACK.

POSSIBLE SAND FILTER LOCATION. CONTRACTOR TO EXERCISE
CAUTION WHEN WORKING IN THIS AREA.

PROPOSED SWSL / 4" SPACED AT 4' O.C. AT 45° BOUNDED
BY SWSL /4",

DEMOLITION KEYNOTE LEGEND
() REMOVE EXISTING STRIPING.
(2) REMOVE EXISTING CUSTOMER ORDER DISPLAY (COD).

(3) NEATLY SAW-CUT & REMOVE EXISTING CURB, GUTTER AND
PAVEMENT AS APPLICABLE.

{4) NOT USED.
(5) PROTECT & SAVE EXISTING UTILITY.

@ PROTECT & SAVE EXISTING INLET. ADJUST GRATES TO BE
FLUSH WITH FINISHED GRADE. ALL PARTS TO BE TRAFFIC
BEARING.

(7) PROTECT & SAVE EXISTING SIGNS.

REMOVE EXISTING DUMPSTER ENCLOSURE, ALL EXTERIOR
WALLS AND FOUNDATION.

(8) PROTECT & SAVE EXISTING BOLLARD.

PROTECT & SAVE EXISTING UTILITIES. ADJUST RINGS AND
COVERS TO BE FLUSH WITH FINISHED GRADE. ALL PARTS TO
BE TRAFFIC BEARING.

@ REMOVE CONCRETE SCREEN WAL TO LIMITS SHOWN.

Y] AREAS OF DEMOLITION.

X TREE TO BE REMOVED.

SITE LEGEND

o ~.‘~ 105' COD\

[4E}&?H4C]

NE 2ND AVENUE

26

ToTAL 1 PARKING SPACES PER 50 §F DEVOTED
SPACES TO PATRON USE
REQUIRED

. 1,200 §F / 50 SF = 26 PARKING SPACES

TOTAL >
4 EXISTING SPACE
SPAGES 3 ﬁS NG SPACES
EXISTING 2 EXISTING DRIVE-THRU SPACES
38 2 EXISTING ACCESSIBLE SPACES
TOTAL 30 PROPOSED SPACES
SPACES ;
PROVIDED 2 PROPOSED DRIVE-THRU SPACES

34 2 PRDPOSED ACCESSIBLE SPACES
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DRIVE- THRU DIMENSION TIES

MENU BOARD DIMENSION TIES

SIGHT TRIANGLE

T" = 30

DRIVE-THRU

T = 40

¥

00y = EXISTING CUSTOMER ORDER DISPLAY TO BE REPLACED

=== (1} = EXISTING MENU BOARD TO BE RELOCATED
@& = = PROPOSED DRIVE-THRU GATEWAY BAR
@ 7 (M) =PROPOSED MENU BOARD
&€ (COD) = PROPOSED CUSTOMER ORDER DISPLAY SPEAKER
c——o— =PROPOSED DETECTOR LOOP
£ (PS) =PROPOSED PRE-SELL BOARD
= PROPOSED CONCRETE PAVEMENT
-] = PROPOSED SIDEWALK
[ ] =PROPOSED ASPHALT PAVEMENT/RE-GRADING
SYSL/6" = SINGLE YELLOW SOLID LINE /6" WIDE
SWSL/4" = SINGLE WHITE SOLID LINE / 4" WIDE
DYSL/4" = DOUBLE YELLOW SOLID LINE /4" WIDE
(A =ORDERWINDOW
= PRESENTER WINDOW
[ %] =EXISTING PARKING COUNT
(X) =PROPOSED PARKING COUNT
€) =RESERVED DRIVE-THRU PARKING SPACE
—v—(AP) =ACCESSIBLE PARKING SIGN (FTP-25)
—v—(DE) =DO NOT ENTER SIGN (R5-1)
—v— (S) =STOP SIGN (R1-1)
—o— (LT) =LEFT TURN ONLY SIGN (R3-5L)
—o—(NL) =NO LEFT TURN SIGN (R3-2)
—o—(DT) =RESERVED DRIVE-THRU PARKING SIGN

P |

Always call 821 two full business days before you dig

NOTES:

1). NO ADDITIONAL SEATS PROPOSED.

2). IMPERVIOUS AREA REDUCED.
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SIDE BY SIDE DRIVE-THRU STANDARD E

SIDE BY SIDE DRIVE-THRU 1" = 20'

1. SIDE BY SIDE DRIVE-THRU CURBING DETAILS:

DRIVE-THRU LANES BOUND BY CURB ON BOTH SIDES ARE TO BE 12-0". LANES BOUND BY
CURB ON ONE SIDE AND PAINTED STRIPING ON THE OTHER SIDE ARE TO BE A MIN. OF 100",

THE MIN. RADIUS FOR ALL INSIDE/DRIVER'S SIDE DRIVE-THRU CURBING 1S 20-0" TO INSIDE OF
CURB.

PRIMARY LANE CURBING SHOULD BE AS STRAIGHT AS POSSIBLE. (LESS CURVING, THE
BETTER}.

THE QVERALL LENGTH OF THE CURBED ISLAND SHOULD BE 35-45". THE LENGTH OF THE
ISLAND FROM THE COD ALLOWS FOR THREE CARS IN THE SECONDARY LANE, TWO IN THE
PRIMARY LANE AND ONE AT THE COMMITMENT POINT.
THE ISLAND WIDTH SHOULD BE 13' AT THE WIDEST POINT {FACE OF CURB TO FACE OF CURB).

P 3 ENTRANCE LANE ENTERING THE SIDE BY SIDE DRIVE-THRU IS TO BE 14-0" MIN.

2. SIDE BY SIDE DRIVE-THRU PAVEMENT MARKINGS:
6" WIDE YELLOW PAINT STRIPE TO SPAN OQUTER EDGE OF THE ENTIRE DRIVE-THRU LANE,

DOUBLE-HEADED ARROW PAVEMENT MARKING. STANDARD STRIPING MARKINGS ARE 7'
SHAFT, 77 ARROW STEM AND 3 FOR THE ARROW HEAD. TIP OF ARROW HEAD TO BE LOCATED
AT CENTER OF EACH LANE.

MERGE POINT IS LOCATED WHERE TWO VEHICLES LEAVING EACH COD SIMULTANEQUSLY
WOULD MEET. THE MERGE POINT STRIPING IS TO BE LOCATED BY OFFSETTING THE INNER

1 PRIMARY LANE BACK OF CURB 9.0' AND OFFSETTING THE OUTER LANE STRIPING 8.0'. AT THE
INTERSECTION OF THESE OFFSETS, A 6" YELLOW STRIPE IS TO BE MARKED PERPENDICULAR
TO THE OQUTER LANE AS WELL AS THE INNER PRIIMARY LANE.

THE WORDS "THANK YOU" ARE TO BE PLACED AFTER THE 8" WIDE YELLOW STRIPE (PAINTED
YELLOW).

THE 8" WIDE YELLOW STRIPE PRIOR TO THE WORDS "THANK YOU" IS FOR PARKING CARS
* THAT ARE WAITING FOR ORDERS. THE STRIPE SHOULD BE 40' FROM THE CENTER LINE OF
THE OPEN PRESENT BOOTH WINDOW.

3. SIDE BY SIDE DRIVE-THRU EQUIPMENT POSITIONING FOR PRIMARY LANE:
MIN. 60-0" (+/-5' 60-65') LINEAR DISTANCE BETWEEN THE CENTER LINE OF THE COD FACE AND

THE CENTER LINE OF THE OPEN CASH BOOTH WINDOW AS MEASURED ALONG THE CENTER
LINE OF THE LANE. THIS MAY ONLY BE INCREASED IN 20' INCREMENTS (+-5' FOR 80, 100', &
120y TO A MAX. OF 120". 100" 1S OPTIMAL.

THE CENTER OF THE PRIMARY MENU BOARD FOUNDATION IS TO BE 10.0' FROM THE CENTER
OF THE COD FOUNDATION.

THE PRIMARY MENU BOARD SHOULD BE AT AN ANGLE BETWEEN 40° AND 50° ANGLE FROM A
CAR POSITIONED AT THE COD TO MAXIMIZE SECOND CAR VIEWING.

AUGER "McDONALD'S ORDER HERE CANOPY" COD/CANOPY FOUNDATION TIGHT AGAINST BACK
OF CURB. SEE MANUFACTURER/LOCAL SPECIFICATIONS FOR DETAILS.

A SINGLE BOLLARD SHOULD BE POSITIONED AT THE CORNER OF THE BUILDING ON THE

DRIVE-THRU SIDE. IT SHOULD BE FLUSH AGAINST THE BUILDING AND FACE OF THE BOLLARD
SHOULD BE TIGHT AGAINST THE BACK OF THE CURB.

AUGER SINGLE ARM "McDONALD'S GATEWAY" FOOTING 18" TO 24" FROM FACE OF CURB. OR

DOUBLE ARM GATEWAY SIGN SHOULD BE LOCATED AT THE TIP OF THE ISLAND. SEE
MANUFACTURER/LOCAL SPECIFICATIONS FOR DETAILS.

THE DISTANCE BETWEEN THE TIP OF THE CURBED ISLAND AND THE CENTER LINE OF THE

PRIMARY COD MUST BE 15-0". THIS MEASUREMENT IS TAKEN PARALLEL TO THE INSIDE CURB
FACE OF THE PRIMARY LANE.

THE PRIMARY LANE DETECTOR LOOP SHOULD BE PERPENDICULAR TO THE CENTER OF THE
PRIMARY COD.

- THE EDCGE OF MENU BOARD SHALL BE ¢ DF 187 AND A WAL OF

3| FROMFACE OF CURE. WHILE MAINTAMING 1

THIS ITEM USED ON TEMPLATE A ONLY.
4. SIDE BY SIDE DRIVE-THRU EQUIPMENT POSITIONING FOR SECONDARY LANE:

TO POSITION THE SECONDARY COD, DRAW AN ARC WITH A 14' RADIUS THAT IS CENTERED
FROM THE MIDPOINT OF THE ISLAND TIP, THEN OFFSET THE FACE OF CURB BY 24" TO
DETERMINE THE LOCATION OF CENTER OF FOUNDATION OF SECONDARY COD.

B

THE LOOP DETECTOR IS TO BE 2 FORWARD OF THE COD CENTER LINE WITH THE LOOP
FACING FORWARD AND THE DETECTOR LOOP PERPENDICULAR TO THE SECONDARY COD
WHEN POSSIBLE.

e
5]

THE CENTER OF THE SECONDARY MENU BOARD FOUNDATION SHOULD BE LOCATED 22" FROM
FACE OF CURBE AND APPROXIMATELY 6-0" FROM THE TIP OF THE CURBED ISLAND. THE END
CAP OF THE SECONDARY MENU BOARD SHOULD NOT BE LOCATED OVER THE INNER FACE OF
THE CURB. ANGLE SHOULD BE TO MAXIMIZE FIRST CAR VIEWING.

e o
8] [g]

OF CURE. SEE MANUFACTURER/LOCAL SPECIFICATIONS FOR DETAILS.

THE SECONDARY MENU BOARD SHOULD BE PARALLEL TO THE PRIMARY DRIVE THRU LANE.
4 | OPO MENU BOARD SHOULD BE AT AN ANGLE NO GREATER THAN 30° TO MAXIMIZE SECOND
CARVIEWING.)

5. SIDE BY SIDE DRIVE-THRU DETECTOR LOOP:

DETECTOR LOOPS SHALL BE LOCATED AT THE CENTER OF THE OPENING WINDOW AT THE
CASH AND PRESENT BOOTHS.

SIDE BY SIDE DRIVE-THRU OPTIONAL FEATURES:
1. SIDE BY SIDE DRIVE-THRU DPTIONAL EQUIPMENT:

THE EDGE OF THE PRE-SELL BOARD SHOULD BE 18"-24" FROM FACE OF CURB (12"1S
THE MINIMUMY). THE DISTANCE BETWEEN THE PRIMARY COD AND PRE-SELL BOARD IS

‘ TO BE 30° AS MEASURED ALONG THE CENTER LINE OF THE LANE. THIS IS MEASURED
FROM THE CENTER OF THE PRE-SELL BOARD FOUNDATION TO THE CENTER OF THE
COD FOUNDATION. THE ANGLE OF THE PRE-SELL BOARD SHOULD MAXIMIZE VISIBILITY
TO THE THIRD CAR FROM CQOD..

"ANY LANE, ANY TIME" BOLLARD MUST BE A MIN. OF 1.5' FROM FACE OF CURB AT THE
BEGINNING OF THE LANDSCAPE ISLAND. BOLLARD IS TO BE ORIENTED AT AN ANGLE OF
80° FROM THE CURB.

% =|TEMS NOT PROVIDED OR UNABLE TO MEET LAYOUT CRITERIA DUE TO SITE CONSTRAINTS..

DRIVE THRU CRITICAL DIMENSIONS AND NOTES

AUGER "McDONALD'S ORDER HERE CANOPY" COD/CANOPY FOUNDATION TIGHT AGAINST BACK

www.cphcorp.com

A Full Service
A&EFirm

Architects
Engineers
Environmental
L.andscape Architects
M/EIP
Planners
Structural
Surveyors
Traffic / Transportation

Offices in:

e Florida

e Puerto Rico
e Connecticut
e Maryland

McDONALD'S PROJECT

CODE: 009-0045
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Designed by:
Checked by
Approved by:

Plans Prepared By:
CPH, Inc.

1992 SW 1st. St.

Miami, FL 33135

Ph: 305.274.4805
Licenses:

Eng. C.0.A. No. 3215
Survey L.B. No. 7143
Arch. Lic. No. AA2600926
Lndscp. Lic. No. LC0000298

SITE PLAN
McDohalds.
167TH STREET MRP
MIAMI - DADE COUNTY / FLORIDA
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